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13 Ramp Meters

This chapter discusses only ramp meter specific design information. Other general information
that also may also pertain to ramp meters (e.g.signal wiring, detection, etc.) can be found in the
previous chapters of this manual.

Installation of a new ramp meter or modification of a n existing ramp meter requires region
traffic engineer operational approval as per chapter 3.

13.1 Ramp MetdéDperation

Ramp meters are used to control the frequency of traffic entering a highway facility. By
controlling the rate of vehicles entering the highway, the traffic flow on the highway facility
becomes more consistent and allows for more efficient use ofexisting highway capacity. They
are programmed to release one vehicle at a time. Just prior to activating, the ramp meter
indications will flash yellow (from the yellow indication of the  type 2 signal head) for ashort,
predetermined amount of time to warn traffic that the ramp meter is starting up. The ramp
meter will then display a solid yellow interval followed by an all red interval prior to the start
of the normal red -green alternating ramp meter cycle.

For ramp meters that control two or more lan es of traffic, eachindication for each lane must
operate on a separate phase to properly alternate the redgreen phase between each lane.

Ramp meters remain dark when not in use.

13.1.1Location of the Ramp Meter Stop Line

The location of the ramp meter stop line is determined by engineering judgment. Each ramp
alignment is unigue and the site specifics play a major role in determining the most appropriate
location. The basic goal is to place the stop line far enough down the ramp to provide
reasonable gorage of vehicles but not so near the highway that acceleration and merging onto
the highway becomes a problem. Some things to consider determining the most appropriate
location:

9 Design hour queue length: The operational analysis and RTE operational approval will
determine the required length for storage.

1 Ramp alignment length (from ramp entrance to the painted gore point): the ramp
alignment length should accommodate the design hour queue length if possible.

1 Number of lanes controlled by the ramp meter: the number of lanes needed will be
addressed in the operation analysis and RTEoperational approval. This will directly
affect the required queue length. Single and dual lane ramp meters are common.

1 The vertical grade: adownhill vertical grade will allow the stop line to be placed closer
to the highway, while an uphill vertical grade will require additional space between the
stop line and the merge point.
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1 The length of acceleration lane (from painted gore point to the downstream acceleration
lane taper point): astandard length acceleration lane will allow the stop line to be
placed closer to the highway, while a substandard length acceleration lane may require
additional space between the stop line and the merge point.

9 Sight distance from stop line to the highway: the location where vehicles stop should
have adequate sight distance to the highway to help facilitate a safe and efficient merge

1 Percentage of truck traffic using the ramp: trucks require more distance to come up to
speed and may require additional space between the stop line and the merge point.

Work with region traffic and the roadway designer when determining the appropriate location.

13.2Ramp Meter Signal Indication Mounting

There are two choices for mounting ramp meter signal indications; on a pedestal or overhead
(mast arm). The pedestal mount is typically used unless there is a specific reasorthat requires
an overhead mount, such as:

1 The ramp meter will cont rol more than 2 lanes of traffic. SeeFigure 13-1 for an example.

1 The ramp meter will control 2 lanes of traffic with the stop line located beyond the
physical gore point of ramp. SeeFigure 13-2 for an example.

1 Physical constraints prevent proper location of pedestal(s), such as retaining wall s,
bridges, barrier, sound walls, etc.). SeeFigure 13-3 for an example.

Figure 13-1 |Ramp Meter Controls More Than 2 lanes of Trafficd Requires Overhead Mount

»

Eachlane requires a
separateindication
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Figure 13-2 |Ramp Meter Controls 2 lanes of Traffic with Stop Line Located Beyond Physical
Gore Point 8 Requires Overhead Mount

Physical Stop line
gore point location

Cannot place a
pedestal assembly
on this side
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13.2.1Ramp Meter SigmedsembliPedestal)

The ramp meter signal assembly is mounted on pedestal foundation number 3 and include s the

following four traffic control devices as per standard drawing TM492 (listed from top to bottom

of pedestal): ata x I wl wYIl I PEOI BUBTWOBAWBIW. EBABRHeWEPBODOUOWUDI
YIiTDPEOI wUDPT OEOQwi | EEOQOWEOEWE wW?. - $ w5 & 'nearrangeuadad 1 w&1$$ -
detector unit is also typically mounted at the top (one detector unit for the stop location). See

Figure 13-4.

Figure 13-4 | Ramp Meter Signal Assembly TM492 (Pedestal)
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For a ramp meter that will control a single lane of traffic, this pedestal assembly is required only
on the right-hand side for a ramp. SeeFigure 13-5. For a ramp meter that will control two lanes
of traffic, this pedestal assembly is required on both the sides of the ramp. SeeFigure 13-6.

Figure 13-5 |Ramp Meter Signal Assembly Exampled Controlling a Single Lane of Traffic

Figure 13-6 |Ramp Meter Signal Assembly Exampled Controlling Two Lanes of Traffic
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The ramp meter signal assembly is placed25 feet from the stop line location. Lateral placement
on the right-hand side of the ramp is 10 feet from edge of pavement to allow for placement of a
detector unit on one of the ramp meter signal assembies. Lateral placement on the left-hand
side of the ramp is 5 feetminimum from both edges of pavement. SeeFigure 13-7.

Figure 13-7 | Location of Ramp Meter Signal Assembly from the Stop Line

’@“}
RNYALYALYPPY 151/
\A) L9853/ e S w 10 foot offset from Edge of Pavement
- —CA allows for placement of detection unit on
d N the ramp meter signal assembly
I e

P £ 38Ry
S | B

Note: Pedestal on left hand side
of ramp only required if ramp
controls two lanes of traffic
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13.2.20verhead Mounted (Mast Arm)

Overhead mounted ramp meter signals require atype 2 vehicle signal headand an aluminum

?2.-%w5%$" (" +%w/ $1 toRehch nethat ¥ Bantdliad by the ramp meter. The

?2.-%3w5%" ("+Sw/ $1w&1$S- EwbHD b AypBF hambareINOT usesd

when indications are mounted overhead. The overhead signal indications are located 55 feet

from the stop line. The mast arm pole should be 10 feet from the edge of pavement to allow for

placement of the detection unit on the mastarmor pole. 3 P OWEOUODPOUOwW?23 ./ w' $1%w
1$#2 wUDT OUWEUI wOOEEUI EWECwWUT T wthedesignd aréstamdar®d O1 wO O wi
ground mounted signs that are shown and detailed on the sign plan sheets). SeeFigure 13-8

and Figure 13-9 for an example.

Figure 13-8 | Overhead Mounted Details
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Figure 13-9 | Overhead Mounting Example
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13.2.3Ramp Meter Phasing

Each lane controlled by the ramp meter will be assigned a unique phase, staring with phase 1.
When two (or more) lanes are controlled by the ramp meter, phase 1 is always the outermost
lane of the ramp, which each adjacent lanetowards the highway being assigned the next
consecutive phase. Seéigure 13-10.

Figure 13-10 | Ramp Meter Phasing
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Outermost lane is
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- — Next adjacent
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Highway a

Note: If there was a third ramp -
meter lane, it would be phase 3.
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13.3Ramp Meter Signs

The standard layout for ramp meter signing is shown in the following sections . Starting at the
ramp terminal and going forward toward the painted gore point, the se are the standardsigns
used for ramp meters (seeFigure 13-11for ramp meter signal assemblies andFigure 13-12for

overhead mounted ramp meters).

13.3.1Ramp Metered When FlasBigg(with
flashingyellowbeacon)

This sign is required for all ramp meter installations. It is located at the entrance to the ramp
and it should be visible to each legal move that enters the ramp This may require more than
one sign depending on the ramp terminal geometry . The main pur pose of this sign is to
provide advance warning that the ramp meter is operating and drivers should be prepared to
stop as they proceed down the ramp. Depending on the ramp configuration and ramp terminal
geometry/lane use, it also can provide information before the motorist commits to entering the
ramp, allowing the motorist to seek an alternate route if desired. However, use of this sign to
make a decision on an alternate route is not a critical message the following reasons:

1 There may not be a viable dternate route in the immediate vicinity after seeing the sign.
1 At the majority of ramp configurations the driver must commit to making the movement
OOUOwWUT T wWUEOx wbpl OOWPDOWEEYEOET woOi wlOT T wUEOxwi O0U
(typically getting i nto a right or left turn only lane at an intersection or just proceeding
on a roadway that ends as a ramp merging onto the highway).
1 Many drivers use modern navigation systems that can provide excellent directions and
alternate routes based on reaittime traffic data. This allows drivers to plan their routes
better and have advance notice of traffic congestion.

Standard placement of this sign (at the entrance of the ramp) should prov ide adequate advance
warning of the ramp meter operation at the majority of ramps, evenwhen the visibility to the
ramp meter indications does not meet minimum MUTCD requirements. Howe ver, this sign
may also beused further down the ramp if an engineering study deems an additional
supplemental warning sign is necessarydue to a unique ramp geometry (e.g. a very long ramp
with multiple curves) . If used as a supplemental warning, two signs are required (one on each
side of the ramp) and it should be located upstream from the anticipated queue length. The
need for these supplemental signs will be documented in the RTE operational approval.

This sign is mounted on a pedestal as per standard drawing TM492. It is detailed on the ramp
meter plan sheetand paid for under the ramp meter lump sum bid item.
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13.3.2Form 2 Lanes When Met8igd

This sign is required only for single lane ramps with ramp meters that control two lanes of
traffic. Itis located upstream from the anticipated queue length. Two signs (one on each side of
the ramp) required.

This sign is mounted on an appropriate standard sign support (e.g.wood post or square tube
sign support). It is detailed on the signing plan sheet (NOT on the ramp meter plan sheet) and
is measured and paid for under the applicable sign and post bid i tems.

13.3.3Stop Here On Red Sign

This sign is required at the stop line. If the ramp meter only controls one lane of traffic, only
one of these signsis required, preferably with the ramp meter assembly on the right side of the
ramp. For all other applicati ons, two of signs are required, one on each side of the ramp.

For ground mounted installations, this sign is part of the standard ramp meter assembly which
is detailed on the ramp meter plan sheet and paid for under the ramp meter lump sum bid item.

For overhead mounted ramp meters, this sign is ground mounted at the stop line on an
appropriate standard sign support ( e.g.wood post or square tube sign support) which is
detailed on the signing plan sheet (NOT on the ramp meter plan sheet) and is meaured and
paid for under the applicable sign and post bid items.

13.3.40ne Vehicle Per Gr8agn

This sign is required for all installations, one for each lane of traffic controlled by the ramp
meter.

For ground mounted ramp meter installations, this sign is a part of the standard ramp meter
assembly. For overhead mounted ramp meters this sign is installed with an adjustable sign
bracket adjacent to each signal indication. Note the ground mounted sign is a smaller in size
than the overhead sign (making it a different sign number). In both cases, it is detailed on the
ramp meter plan sheet and paid for under the ramp meter lump sum bid item.

13.3.5Coordinating Sign Placement on Ramp

Other signs on the ramp (e.g.merge, lane transition, curve w/advisory speed, etc.) will need to
be taken into consideration when locating the signs and equipment specific to the ramp meter.
Work with the sign designer to coordinate the locations of all traffic control devices needed on
the ramp.
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Figure 13-12 | Ramp Meter Sign Layoutd Overhead Mounted Ramp Meter Assemblies
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